ORWAK
POWER 3820

ORWAK POWER is a dynamic baler family based on :
an innovative hydraulic concept. Itis stronger, faster : Il Y compliesto
and smarter to give you more value for the money! EN 16500

3820 has an extra generous infeed opening for large - SORWAK
boxes up to 1500 mm wide.

EXTRA WIDE BALEWEIGHT
INFEED CARDBOARD

ORWAK BENEFITS

MORE PRODUCTIVE USE OF TIME
Lesstime spent onwaste handling, more time for
your core activities!

MORE SPACE & ORDER
Ourbalersrapidly minimize the space the waste
takesup, keepingaisles free and tidy.

LESS COSTS, MORE VALUE

More compaction =less waste volume to trans-
port.Fewertransportsrequiredresultsinlower
transportation costsandreduced CO, emissions.
Sortingat sourceyields ahigher quality of waste
material forrecycling.

WHY ORWAKPOWER?

= Powerful compaction of large volumes of waste

= Low-built design for easy transportationand
rich placement opportunities

PART OF SULO |GROUP

= Intelligent features help you stay in control
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reverse technique of pullinginstead of pushing the
press-plate downwards when compacting materi-
al. Advantages:

personal safety.

Orwak Connect communication: The POWER balers
areready to communicate when choosing the option
Orwak Connect. Itisamodem-based communication
service enablingthebalerto sendupdatesandalerts
tothe caretakeraswellasvitalinformationandbale
statisticstothe webportal.

m thecylindersareatits strongest pointwhen
pressure peaks

m alongpistonstroke

Thesefactors contribute to powerful compaction
intodensebales!

SPECIALPLASTICMODE

Equipped with a special software for successful
spherical design, the ISO 3834-certified welding compaction of plasticfoil. It gets activated when
ofthe chamberandthe durable cylinderdesign,is  Adjustable bale size thebalerisruninthe manual LP mode and willkeep
createdforalongheavy-duty servicelife. the waste under pressure for 5 minutes to squeeze
outmoreair fromthe bulky plastic.

Solid design: ORWAK POWER, withitslight

FASTER = Low-built foreasy
Arapidbaler that keeps up with your pace: transportationandinstallation
[ ] More.throu:ql?put atlcl-)ss energy consumption = User-friendly panel
thanintraditional baling systems!

®m Moderndesi
m Veryshortcycle time of only 24 seconds! ocderndesign

Complieswiththe EN 16500:2014 safety
requirement standardfor verticalbalers

m Silent ti
m Autostartandagasspringdrivenslidingdoor fientoperation

thatreopens automatically after each press m Balescanbesecuredby
cycle polyester straps orwire
DIMENSIONS
A B 4 D E F
2576 mm 2075mm 1060 mm 2625 mm 1144 mm 1980**
*Transport height **Transport feet add 100 mm

but can be removed after
unloading

TECHNICAL SPECIFICATIONS

LOADING CYCLE MACHINE PROTECTION OPERATING
APERTURE TIME PRESS FORCE BALE SIZE BALE WEIGHT WEIGHT NOISE LEVEL CLASS POWER
Width: 1500 Width: 1500 mm
idth: mm
24 secs 26ton, 260 kN Depth: 800 mm Cardboard: Up to 500 kg 1220kg <65db(A) IP 55 3 phase 3x400V
Height: 630 mm 50 Hz,
Height: 1140 mm

We reserve the right to make changes to specifications without prior notice. Bale/bag/bin weights are dependent upon material type.
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